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! It is a metal-clad type of switchgear, and it consists of two
| . components, one is main body welded by sectioned steel and
' bent steel plate and another component is truck. It is the latest
. self-designed and developed version of switchgear absorbing
' and digesting advanced technology in domestic and abroad
, for satisfying domestic specifications. With advantages of a
 smaller volume, a big breaking current, easier installation, a
. long-free-maintenance duration, this kind of switchgear has also
' characters of easy operation and maintenance, safe operation,
, five-protection function and inter-lock capacity, etc. A type of
 round copper busbar coated with sulfur equipped in the cubicle,
. so it has an excellent current fluxing capacity and a good insulating
» | ' capacity.

V81 Series Indoor HV Vacuum Circuit Breaker is the indoor HV switch with three-phase AC 50Hz, rated 7.2~12kV
voltage. This circuit breaker fits the GB1984 (AC HV breaker) , Jb3855 { 3.6~40.5kV indoor vacuum circuit breaker ),
DI403 €10-35kV indoor HV vacuum circuit breaker order technical specifications ) and IEC standard, and possesses
the reliable interlock merit ability. The breaker can carry on operation frequently, possesses the ability of opening
or breaking many times and quick coinciding the floodgate. The breaker is designed front and back branch load
structure, and can regard the cell installed fixed admittedly, but also can pretend to be the handcart use with hand
car.
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Vacuum Circuit Breaker Panels
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a T L | Rated short-circuit breaking current (kA)

Rated current (A)
Rated voltage (kV)
Design item number
Senyuan design

Vacuum circuit breaker
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0.5/ L%%___ Code of ambient conditions: - TH means moist tropics
[ TA means dry tropics
G means high height above sea level

Operation type: [[2rneauuseiacﬂtu1un;nenh:cnaetsﬂhon mechanism

T means spring operation mechanism
Main circuit scheme code
Rated voltage (kV)
Design item number
Indoor
Draw-out type (truck structure)

Metal-clad switchgear
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Legend
1.1 Pressure Relief Flat 4. Main Busbar 9. Lighting Arrester 14. VCB Truck
1.2 L.V. Trunking 5. Busbar Monoblock 10. Earth Busbar 15. Vacuum Interrupter
1. Enclosure 6. Busbar Spout 11. Segregation Sheet 16. C.B. Carriage
2. Sectional Main Busbar 7. CT. 12. Shutter 17. Earthing Switch Operating Mechanism
3. Busbar 8. Earth Switch 13. Secondary Plug 18. Base Plate
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Key features

1Compact Design

#12kV and 15.5kV

H#indoor / Outdoor application
iMimic Diagram

tVacuum tee off circuit breakers
iEnhanced duty, in excess of IEC
requirements

iPre-wired for motor actuation
#Fault passage indicators
1Common switching chamber
#ull ratings with zero atmospheric pressure
Hisolation in clean SF6 gas

1 Internal arc vent

2 Lifting lugs

3 Sealed tank

4 Tee-off cable terminations

5 ProtectioQ &7V

6 Circuit breaker vacuum interrupters
7 Ring switch cable termination

8 Three-position ring switch

9 Ring cable test terminals

10 Primary earth point

11 Removable and fully interlocked ring
switch point earth

12 Access door

13 Circuit breaker operation

14 Fascia and mimic

15 Vacuum interrupter drive beam

16 Two-position disconnector operation
17 Pressure gauge

18 Two-position disconnector

19 Operating mechanism for ring/earth
switch

20 Test access cover

Protection

All options provide transformer over
current protection for phase to phase
faults. Earth protection covering phase

to earth faults is also available if required.
Cable Boxes

Internal arc test cable boxes are available
with IEC and ENA specifications.
Interlocked cable boxes are also provided
as options.

Automation

The RMU can be pre-wired for
automation. Single or double rotary

Ring Main Units

www.malmengineering.com



